BEYONDTEK,INC.

BTC-16218B

0

-PITCH 0.56X95=53.2(PAD0.28)

1454 5—|
c
293 mgg,}:\ ! HEAT SEAL- '
] 86(LA.) \
'l d /-e—wa.%
T & 1
EE (G—!
g ";.’ A NIN—e-24.0
S
I A NN
116 {5 20| |—
é 301054 |——PITCH 2.54x15-38.1(PAD=1 81—} 16-91.8 —| [—1.0 6560,
16-91.0 9. OMAX—}—]
—2 46—
—| |—046~| |05
04
|
¢ ]
T T I T
8
e E 1
u o
o

1/0 CONNECTION
Pin No| Symbol Function
1 VSS Power supply (GND)
2 VDD__| Power supply (+)
3 Vo Power supply for LCD NOTE: 1 TOLERANCES UNLESS OTHERWISE
4 RS Register select signal SPECIFIED: £0.2mm
5 RW Read/write select signal 2 ALL DIMENSIONS ARE IN mm
6 E Enable signal 3 VIEWING ANGLE: 6 O'CLOCK
7 DB0__| Data bus line 4 MULTIPLEX LEVEL: 1/16 DUTY,1/5 BIAS
8 DB1 Data bus line 5 DISPLAY MODE: TN
9 DB2 | Data bus line 6 POLARIZER REFLECTIVE: REFLECTIVE/ POSITIVE
10 | DB3 | Databusline 7 CONNECTORS: HEAT SEAL
11| DB4 | Data bus line 8 DATA TRANSFER: 8-BIT PARALLEL DATA TRANSFER
12 DB5 Data bus line
13 DB6 Data bus line
14 DB7 Data bus line
15 NC
16 NC
ABSOLUTE MAXIUM RATING
ITEM Symbol| Condition [ Min Max | Units
Power supply for logic Vdd-Vss | 25°C -0.3 7.0 V ]
Operating voltage for LCD Vdd-VO0 25°C dd-12{ Vdd+0.3] V DBO--DB7
Input voltage Vin 25°C -0.3 |Vdd+0.3] V x |COM16
Operating temperature Top - -20 70 °C E/W g
[Storage temperature Tstg - -25 80 °C RS X
VO 2|  sEcso
ELECTRO-OPTICAL CHARACTERISTICS VDD Q
ITEM Symbol [Condition | Min | Typ | Max|Units VSS ©
Power supply for logic Vdd-Vss 25°C 45 150]|55]| V
LCM current consumption(No B/IL) | Id Vdd=5V [ - - [10 [ mA .
-20°C 47 1 50|53 | V
Operating voltage for LCD Vdd-Vo 25°C 47 | 50|53 | Vv
70°C 47 150153 | V




